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SPECIAL MAINTENANCE TREATMENT

EXCLUSIVE PATENTED TECHNOLOGY BY GERFLOR®

EVERCARETM 特殊维护处理，独特的洁福®专利技术

USER’S BENEFITS
用户利益点

Easy & cost-effective maintenance
便捷经济的维护保养

No wax for life
终生无须打蜡

Stain barrier
耐污染

Chemical resistance
抗化学试剂

THE EXCELLENT CHEMICAL STAIN RESISTANCE  SPECIAL MAINTENANCE TREATMENT
优异的抗化学性特殊维护处理

Gerflor®: Even thickness
洁福®：厚度均匀  

100% non-porous surface
Water-repellent effect
100% 无孔隙，有效防止水渗漏

Non-treated product
无处理产品

Missing treatment and 
uneven thickness
竞争对手：未经处理
厚度不均匀

洁福® 处理技术：持久性处理技术

BY GERFLOR : Treatment durability Other treated floor covering
其它表面处理的产品

  No contamination
& bacteria 
development
抑制污染和细菌
的滋生

 

100% HYGIENIC
100% 洁净 80% less water and 

detergent use for 
cleaning
节约80%用于清洁的
水和清洗剂

便捷经济的维护保养

1.1 kg

0.2 kg
Untreated floor 

covering 
未经处理的地面材料

Average quantity of 
cleaning products used 
per year per sq.m
每年每平方米地板
需使用的清洁产品的平均量

1.2 kg

0.8 kg

0.4 kg

Gerflor® floor 
covering treated
洁福®处理技术

EASY AND COST EFFECTIVE MAINTENANCE
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High performance homogeneous multipurpose vinyl flooring
高性能同质透心地板
Available in sheets
可供卷材
Directional marbleized design
方向性大理石花纹设计
EVERCARETM special maintenance treatment: No wax in life 
EVERCARETM 特殊维护处理: 终生无需打蜡
Excellent resistance to scratching and scuffing
出色的抗刮痕和抗划痕性能
Extreme stain resistanceand high chemical resistance
优异的抗污性能和抗化学性能
Very easy to clean and maintain 
非常易于清洁和维护

EVERCARETM special maintenance treatment 
EVERCARETM 特殊维护处理

Compacted, calendered floorcovering
致密压延型地板
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43, Boulevard Garibaldi
69170 Tarare - France
Tel.: +33 4 74 05 40 00
Fax: +33 4 74 05 06 83
Email: streamo@ger or.com
www.streamobyger or.com
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* Upon special request (2000 sqm MOQ)

STREAMO 
MARINER

STREAMO 
MARINER SD

DESCRIPTION / DESCRIPTION / BESCHREIBUNG / DESCRIPCI N / DESCRI 0 / DESCRIZIONE

Total thickness / Epaisseur totale / Gesamtdicke / Espesor total / Espessura total / Spessore totale EN ISO 24346 (EN 428) mm 2.0 2.0

Weight / Poids / Gewicht / Peso / Peso / Peso EN ISO 23997 (EN 430) g/m² 3300 3300

Width/length of sheet / Largeur/longueur des lés / Rollenbreite/Rollenlänge / Ancho/largo de rollos /  
Largura/comprimento dos rolos / Larghezza/lunghezza dei teli EN ISO 24341 (EN 426) cm/lm 200/20 200/20

Tile size / Format dalles / Format Fliesen / Dimensiones de las losetas / 
Dimensões dos mosaicos / Dimensione delle piastre EN ISO 24342 (EN 427) mm 300  

x 300*
608  

x 608 608 x 608

Number of tiles per package / Nombre de dalles par boîte / Fliesenanzahl pro Karton /  
Cantitad de losetas/caja / Quantidade dos mosaicos/caixa / N° piastre per confezione - - 50 20 20

Sqm/Box - m²/boîte - Qm pro Karton/m² - Bulto/m² - Caixa/m² - Confezione - - 4.5 7.39 7.39

Packages per pallet / Nombre de boîte par palette / Karton pro Palette / Cantidad de caja/paleta /  
Quantidade de caixas/paleta / N° confezione per pedana - - 60 34 34

CLASSIFICATION / CLASSIFICATION / KLASSIFIZIERUNG / CLASIFICACIONES / CLASSIFICAÇÕES / CLASSIFICAZIONI

Norm/product specification / Norme produit / Produkt Norm / Normas / Normas / Norma prodotto - - EN ISO 10581 (EN 649)

Fire rating / Classement feu / Brandverhalten / Fuego / Fogo / Reazione al fuoco

IMO Resolution -
MSC 307 (88) Part 5 Part 5

MSC 307 (88) Part 2 Part 2

Maritime Approvals -

Marine Equipment Directive

US Coast Guard

 Transport Canada -

SOLAS 74

Static electrical propensity / Potentiel de charge / Begehaufladung /  
Comportamiento electrostático / Comportamento electrostatíco / Potenziale di carica 

EN 1815 kV < 2 < 2

IEC 61340-4-5 V - < 100

Electrical resistance / Résistance électrique / Elektrischer Widerstand / Comportamiento electrostático / 
Comportamento electrostático / Resistenza elettrica

EN 1081 Ω - 106 ≤ Rt ≤ 108

IEC 61340-5-1 Ω - 106 ≤ Rt ≤ 109

ANSI / ESD-S7.1 Ω - 106 ≤ Rt ≤ 108

PERFORMANCE / PERFORMANCES / TECHNISCHE EIGENSCHAFTEN / CUALIDADES TÉCNICAS / PERFORMANCES / CARATTERISTICHE TECNICHE

Wet Slip resistance / Anti-glissance à l’humide / Rutschverhalten bei Näße / Resistencia de deslizamiento en 
mojado / Antideslizamento condições no molhado / Indice di antiscivolosità con superficie bagnata DIN 51130 class R9

Type Binder content / Teneur en agent liant / Bindenmittelgehalt ISO 10581 type II

Dimensional stability / Stabilité dimensionnelle / Maßstabilität / Estabilidad dimensional /  
Estabilidade dimensional / Stabilità dimensionale EN ISO 2399 (EN 434) % Sheet ≤ 0.40 

Tile ≤ 0.25

Residual indentation / Poinçonnement statique rémanent / Resteindruck /  
Punzonamiento / Punçoamento / Impronta EN ISO 24343-1 (EN 433) mm ~ 0.03

Thermal conductivity / Conductivité thermique / Wärmeleitfähigkeit /  
Resistencia térmica / Resistência térmica / Resistenza termica EN ISO 10456 (EN 12524) W/(m.K) 0.25

Colour fastness / Solidité lumière / Lichtechtheit / Resistencia a la luz /  
Estabilidade das cores / Solidità alla luce EN 20 105 - B02 degree ≥ 6

Chemical resistance / Résistance aux produits chimiques / Verhalten gegenüber Chemikalien /  
Resistencia a los productos químicos / Resistência aos produtos químicos / Resistenza ai prodotti chimici EN ISO 26987 (EN 423) - OK

Surface treatment / Traitement de surface / Oberflächenvergütung / Tratamiento de superficie /  
Tratamento de superficie / Trattamento di superficie - - PUR -

TVOC after 28 days / TVOC après 28 jours / TVOC (28 Tage) / TVOC (28 dias) / TVOC (28 dias) / TVOC (28 giorni) ISO 16000-6 µg/m3 < 10

   

STREAMO MARINER is a homogeneous calendered vinyl floorcovering in sheets or tiles, with  
directional design, colour dyed as a raw mixture to ensure even colour throughout the thickness.  
Its surface is densely compacted for improved wear and ease of maintenance.  
It is suitable for medium to heavy duty traffic areas. It receives a Polyurethane (PUR) surface  
treatment for ease of maintenance.                                                                              
STREAMO MARINER SD is a dissipative, antistatic homogeneous flooring: A solution to  
reduce the risk of Electric Static Discharge (ESD). Calendered and compacted with permanent  
antistatic properties, it is suitable for electronics and telecommunication areas, computer rooms,  
medical centers, etc. It acts as a continuous dissipater 106 ≤ Rt ≤ 108.                                                                                                                   
STREAMO MARINER & MARINER SD comply with IMO regulations

INSTALLATION 
Laying is the responsibility of the installer. Installation should be made in accordance with installation 
guidelines supplied and regularly updated by Gerflor’s Technical Department. 
MAINTENANCE 
Maintenance should be carried out regularly to retain the appearance and durability of the floor.  
The floorcovering should be maintained with regular sweeping and damp mopping using a neutral 
cleanser, or machine scrubbing with an appropriate pad.  

 Rubber leaves indelible stains on vinyl floorings: do not use mats with rubber backing and  
replace tubular furniture feet with those made of PVC or polyamide.
Further installation and maintenance instructions are available upon request. 

STREAMO MARINER / MARINER SD
STREAMO  SEACROSSER

Total thickness 总厚度 EN ISO 24346 (EN 428) mm 2

Weight 重量 EN ISO 23997 (EN 430) g/m² 3200

Width length of sheet 卷宽 EN ISO 24341 (EN 426) cm/lm 200/20

Norm / Product specification 产品规范 EN ISO 10581 (EN 649)

MSC 307(88) Part 5
MSC 307(88) Part 2

MED
US Coast Guard

Transport Canada
SOLAS 74

Static electrical propensity 抗静电性 EN 1815 KV

Wet slip resistance  防湿滑性 DIN 51130 class R9

Abrasion resistance 耐磨性 EN 660.2 mm3 ≤4.0

Abrasion group 耐磨等级 EN 649 group P 

Dimensional stability 尺寸稳定性 EN ISO 23999 (EN 434) % ≤0.4 

Residual indentation 残余凹陷性 EN ISO 24343-1 (EN 433) mm ≤0.03 

Thermal conductivity 热传导性 EN ISO 10456 (EN 12524) W/(m.K) 0.25

Colour fastness 颜色稳定性 EN 20105 - B02 degree ≥6
 

Chemical products resistance 抗化学性 EN ISO 26987 (EN 423) OK

Anti-bacterial and fungicidal 抗菌防霉性能 OK

Special maintenance treatment 特殊维护处理 Evercare

TVOC* after 28 days 28 天后 TVOC*排放量 ISO 16000 - 6 µg/m3 10

PERFORMANCE 

DESCRIPTION

CLASSIFICATION 

Fire rating 防火等级 
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Type binder content 粘合物分级 ISO 10581 type II

挥发性有机化合物总排放量

IMO 认证

海事认证

请微信扫码，
关注Gerflor® 洁福®     

SHANGHAI BRANCH 上海分公司 
Tel. / 电话: +86-21-63578818

streamobygerflor.com
streamobygerflor.cn

STREAMO SEACROSSER 是经过压延处理的致密型同质透心卷材，多彩的大理石花

纹设计贯穿整个地板厚度，致密表层提供了优异的耐磨性能，适用于人流量繁忙区

域。

产品经过洁福专利EVERCARETM特殊维护处理：出色的抗污性能，非常易于清洁和维

护。

STREAMO SEACROSSER具有抗菌防霉性能。

记产品符合IMO相关规范。

INSTALLATION 安装
Laying is the responsibility of the installer. Installation should be made in 
accordance with installation guidelines supplied and regularly updated by 
Gerflor’s Technical Department.
应按照洁福技术部门提供的安装标准及当地标准进行安装。

MAINTEANCE 维护
Maintenance should be carried out regularly to retain the appearance and 
durability of the floor. The floorcovering should be maintained with regular 
sweeping and damp mopping using a neutral cleanser, or machine scrubbing 
with an appropriate pad. 
定期进行维护以保持地板外观整洁和耐用性。定期清扫和使用中性清洁剂湿擦来

维护地板，或使用带有衬垫的清洁机清洁。

      Rubber leaves indelible stains on vinyl floorings: do not use mats with 
rubber backing and replace tubular furniture feet with those made of PVC or 
polyamide.
橡胶会在乙烯基地板上留下无法擦拭的污点：请勿在PVC地板上使用橡胶脚垫，

用PVC或尼龙材质代替家具橡胶脚垫。

STREAMO SEACROSSER is a flexible homogeneous calendered compacted vinyl 
floorcovering in sheets, with marbleizedand colorful design throughout the 
thickness. Its surface is densely compacted for improved wear resistance, it is 
suitablefor heavy traffic areas.
The flooring receives EVERCARETM  special maintenance treatment: excellent 
stain resistance, very easy to clean and maintain.
STREAMO SEACROSSER is anti-bacterial and fungicidal.The flooring complies 
with the IMO regulations. 


